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C5 0W-20 JLR LS
Fully Synthetic low SAPS Engine Oil
Product code: FPOM

Product Description:

C5 0W-20 JLR LS is the latest generation fully synthetic, low SAPS, fuel economy engine oil designed
for use in a variety of modern petrol and diesel engine applications. It is formulated using state-of-
the-art synthetic technology together with cutting-edge additive chemistry for extreme engine oil
performance. It offers advancements in fuel economy, as well as supreme engine protection over
extended drain intervals.

Benefits:

 Excellent fuel efficiency
 Ensures consistent lubricant performance over extended drain intervals
 Zero compromise in engine protection
 Exceptional low temperature performance

Applications:

C5 0W-20 JLR LS is an ideal choice for modern Jaguar Land Rover vehicles fitted with petrol engines including 2.0L, 
3.0L V6 and 5.0 V8 models. It is also recommended for use in a wide range of modern Mercedes-Benz passenger cars 
which require the MB 229.71 specification plus a number of models from Far Eastern producers including Hyundai, 
Kia and Toyota. 

Product Specification:

ACEA C5
API SN
JLR STJLR.51.5122
Mercedes-Benz MB 229.71

Typical Test Data:
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Appearance Clear & Bright
Density @ 15°C 0.837
Kinematic Viscosity @ 100C (cSt) 8.3
Kinematic Viscosity @ 40C (cSt) 41.0
Viscosity Index 184
Pour Point (°C) -45
TBN (mg KOH/g) 8.0
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Health & Safety: 

Please refer to the safety data sheet, a copy of which is freely available to all of our customers. 
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